


SAFETY INSTRUCTIONS

•	 Never allow your fore-grip hand’s fingers or 		
	 thumb to move above the barrel’s flight deck or 	
	 into the bow string or cables’ release path. 	
	 With your fore-grip hand positioned as shown in 	
	 photos 1 – 3, you will severely injure your thumb 	
	 OR FINGERS iF you fire your crossbow. 

Note: It is not possible to install TenPoint’s patented Grip Safety in 
Wicked Ridge crossbows. 

•	 Be certain of your intended target 	
	 before shooting.
•	 Always point your crossbow in a safe direction. 	
	 Never point it at or toward anything you do not 	
	 intend to shoot.
•	 Do not use it for any purpose other than for 	 	
	 hunting or target shooting. It is a dangerous and 	
	 deadly weapon.
•	 Altering any of your crossbow components may 	
	 be dangerous.
•	 Do not transport or store your crossbow while 	
	 it is cocked or loaded.
•	 Do not carry your crossbow while climbing up or 	
	 down a tree.

•	 Do not fire your crossbow if branches or other 	
	 obstructions are in the way. 
•	 Make certain others are well behind you 	
	 when shooting.
•	 Do not use your crossbow if it is not in top 	
	 working condition.  
•	 Do not move the trigger’s safety knob to the FIRE 	
	 (red dot) position until you are ready to shoot.
•	 When target shooting, set up in a safe, open area 	
	 with a proper target and backstop.

•	 Do not cock your crossbow until you are ready to 	
	 load it. Do not use crossbow arrows that do not 	
	 meet Wicked Ridge Crossbows’™ specifications. 	
	 Arrows and broadhead/field point combinations 	
	 weighing less than 420-grains may damage your 	
	 crossbow limbs or cause injury.
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Follow these safety rules when cocking, loading, pointing, and shooting your crossbow.  

CROSSBOW ASSEMBLY

STEP 1
Layout the contents of your Wicked Ridge crossbow box in front of you.  
Be certain the box contains all of the following items before you begin assembly: 

•	 One (1) complete stock assembly
•	 One (1) complete bow assembly
•	 One (1) cable saver

STEP 2 
Attach the cable saver to the cables: When viewing the cable saver from the sides, with its 
“dish” (concave surface) facing up, notice that one of the two cable notches is positioned 
deeper into the cable saver (closer to the “dish”) than the other.

•	 Because the cables cross, one rests on top of the other. The top cable goes into 	 	
	 the deeper of the two cable saver notches and the bottom cable goes into the 	 	
	 shallower cable saver notch, allowing the cable saver to maintain a relatively 	 	
	 level position on top of the two cables.
•	 Before sliding the cable saver into the barrel’s cable slot, apply a drop of 	
	 light-weight oil to the top of the cable saver.

STEP 3
Attaching the bow assembly to the stock assembly:

•	 Position the bowstring on the top of the barrel’s flight deck while you insert the 	
	 cable saver (concave side up) and the cables into the barrel’s cable slot.
•	 Pull the bow assembly toward the trigger assembly until the riser location rod, 	
	 protruding from the front of the barrel, mates with the hole in the riser.
•	 Pulling up and back on the bow string will assist you in seating the bow assembly 	
	 onto the stock assembly.

STEP 4 
Installing the main assembly bolt:

•	 After you make sure the main assembly bolt’s locking set screw is loosened, 	
	 insert the main assembly bolt and tighten it securely with the Allen 	
	 wrench supplied.
•	 Tighten the main assembly bolt (center) setscrew.

STEP 5
Installing the foot stirrup:

•	 Insert the foot stirrup into the two receiving holes located at the front of the riser.  	
	 Make sure the “valley” in the stirrup’s foot pad points down so that it does not 	
	 block the arrows flight path.
•	 Tighten the two outer setscrews located on the bottom of the riser to lock the foot 	
	 stirrup in place.

STEP 1
Before cocking your crossbow, the safety knob must be set in the 
FIRE (red dot) position. Otherwise, the string latch will not engage or 
hold the bowstring. If you try to cock your crossbow with the safety 
in the SAFE (white dot) position, the DFI™ (Dry-Fire-Inhibitor) will 
catch and hold the string, making the crossbow appear to be cocked. 
However, when the DFI™ holds the bowstring, you cannot fire the 
crossbow. When cocked correctly, the bowstring will automatically 
set the safety and engage the string latch.

Note: If you have accidentally attempted to cock your crossbow in 
the SAFE position, slide the safety forward into the FIRE position 
and complete the cocking procedure.

STEP 2
With the underside of your crossbow facing your body, place your 
foot far enough into the stirrup so that it will not slip out when you 
draw the string or use the ACU-52™.

STEP 3
Using the sides of the barrel as your guide – and with a secure grip 
– pull the string toward the trigger assembly until the string latch and 
the safety engage. Note: Inaccurate cocking is the most frequent 
cause of inaccurate shooting.

STEP 4
Even though the safety automatically engages when you latch the 
string, make certain it is in the SAFE (white dot) position before put-
ting your finger on or near the trigger.

STEP 5
Place a Wicked Ridge recommended crossbow arrow in the flight 
groove on the top of the barrel. Slip a vane or feather into the flight 
groove, and slide the arrow back under the arrow retention spring 
until it rests solidly against the string. You are now ready to aim, 
release the safety, and shoot.

Note: Never allow your fore-grip hand’s fingers or thumb to move 
above the barrel’s flight deck or into the bow string or cables’ release 
path. If you do, you will injure yourself severely when you fire your 
crossbow.
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COCKING AND LOADING
Practicing the following cocking, loading and shooting procedures until they become second nature 
will ensure that you shoot safely and accurately.

•	 One (1) foot stirrup
•	 One (1) owner’s manual pack with 	
	 main assembly bolt and tools.

The recommended – and the safest – way to unload your crossbow 
is to fire an arrow into a suitable target or rock-free ground.   
You should carry a practice arrow in your quiver when hunting and 
use it for unloading (only if your state permits you to carry a practice  
arrow – check your regulations first).

You may leave your crossbow cocked or loaded all day.   
Do not, however, leave it cocked or loaded overnight or while  
being transported.

UNLOADING
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1.	Shoot one to three shots at 20-yards to confirm you are at  
	 least close to the bull’s-eye. Make any windage/elevation  
	 adjustments needed to get close to the bull’s-eye.
2.	Make final sight adjustments on the scope using the middle 		
	 dot at 30-yards. Continue to fire and adjust the scope until your 	
	 impact and aiming points coincide.  
3. When sighted in at 30-yards, the top dot will be accurate at 		
	 20-yards and the bottom dot will be accurate at approximately 	
	 40-yards.
4.	Adjust dot brightness by turning the intensity dial on the top of 	
	 the scope. The intensity dial is also the “on” and “off” switch.  	
	 The replacement battery is lithium, size 2032.

Note: The dial should be in the “O” or off position on the scope 
when not in use.

SIGHTING YOUR CROSSBOW MAINTENANCE & CARE

WICKED RIDGE™ LIMITED OPERATIONAL WARRANTY

The best maintenance program begins by thoroughly checking for 
worn, loose, damaged, or missing parts every time you use your 
crossbow.

•	 Immediately replace frayed or worn strings and cables.  
•	 Lubricate your flight rail with a light-weight oil every 50-75 	
	 shots. Wax your string and cables every 50-75 shots.
•	 Keep your trigger dry and occasionally lubricate it.
•	 Do not expose your crossbow to excessive heat – store in a 	
	 cool dry place.

Subject to the terms, conditions and limitations outlined below, Wicked 
Ridge Crossbows’, guarantees its crossbows against defects in materials 
and workmanship that adversely affect the operation of the crossbow for 
five (5) years from the date of purchase. Crossbow strings and cables, and 
ACU-52 cords and power springs, are not covered by this warranty.

This warranty only becomes effective if activated by the purchaser within 
30 days of the purchase date by completing the warranty card included 
with the crossbow and mailing it to Wicked Ridge Crossbows.  
Wicked Ridge Crossbows reserves the right, at its sole discretion, to  
accept proof of purchase in lieu of a completed warranty card.

To make a claim under this warranty, call our Customer Service Depart-
ment at 330.628.9245 for a Return Authorization Number. Wicked Ridge 
Crossbows will not accept returned merchandise without a Return Authori-
zation Number displayed on the outside of the shipping container. Include 
your name, address, daytime phone number, and a brief description of the 
claim inside the package. Insure your shipment and send it prepaid via the 
U.S. Postal Service or UPS.

LIMITATIONS OF WARRANTY
The warranty will be void if any of the following occur:
(1)	 The instructions in the owner’s manual are not followed;
(2)	 The crossbow or any other parts or accessories are altered 		
		  from their original state;
(3)	 Damage is caused by abuse or neglect;
(4)	 Damage is caused by dry-firing or by using underweight 
		  arrows (lighter than recommended in the owner’s manual);
(5)	 The crossbow is rented or loaned for use by others by a 
		  retailer, wholesaler, or shooting range operator, or other  

		  commercial business organization, whether or not a fee is 		
		  charges for its use.

•	 There are no warranties which extend beyond the description on the face hereof.

•	 The sole and exclusive remedy pursuant to this warranty is the repair or 	
	 replacement of the defective part(s) at the sole discretion of 	
	 Wicked Ridge Crossbows. Parts determined to be unsafe will not be returned 	
	 with the repaired crossbow.

•	 The implied warranties of merchantability and fitness for a particular purpose are 	
	 expressly disclaimed.

•	 All disclaimers and limitations of liability shall still apply even if the limited 	
	 remedy of repair and replacement fails of its essential purpose.

•	 In states where permitted, we assume no liability for incidental or consequential 	
	 damage or for incidental expenses.

•	 Any action against Wicked Ridge Crossbows based on an alleged breach of this 	
	 warranty must be brought within one (1) year of the claimed breach.

•	 Wicked Ridge Crossbows’ liability for breach of warranty shall be limited to 	 	
	 repair or replacement of the product at the option of Wicked Ridge Crossbows.

ACU-52™ OPERATING INSTRUCTIONS

STEP 1
Ensure your safety is in the FIRE (red dot) position before at-
tempting to cock the crossbow.

STEP 2
Place the crossbow in front of you with the foot stirrup on the 
ground. Insert one foot securely inside the foot stirrup and pull 
out both cord handles and hooks far enough to place on the bow 
string.

STEP 3
Attach both hooks (the hook opening facing upward) to the under-
side of the bow string.

STEP 4
Making sure the hooks are against the barrel, simultaneously pull 
up on both handles until the crossbow is cocked. 

STEP 5
Remove both hooks from the bow string. Retract both sides at the 
same time, turning the open ends of the hooks to face out, and 
then insert the hooks and the handles into the housing.

Note: You must remove the hooks from the bow string before  
firing the crossbow.

The ACU-52 is covered by a five (5) year limited warranty.
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