














In each of the thirteen years TenPoint has been manufacturing crosshows, we have never failed to introduce
innovations or to improve our products. And, in most cases, the advancements we have made originated from
customer input. Since 1994, we have secured eight patents with others pending or being filed.

Below are Some of Our More Significant Innovations:

PATENTED TRIGGER
TECHNOLOGY

TenPoint has two triggers designed to match-
up with the performance characteristics of
the models that use them. Our premium bow
models (The Phantom CLS™, Pro Elite HP™
and Blazer HP™) feature the patented 3 1/2
pound machined PowerTouch™ trigger, made
with MIM (Metal Injection Molded) action
components. It is the finest crosshow trigger
made today.

The remaining models are equipped with our
innovative 5-pound RollerTouch™ trigger
(patent pending). The RollerTouch features a
double-roller system installed at the top of
the trigger finger that allows the finger to roll
off the string latch’s sear surface rather than
to slide off. This rolling action significantly
reduces the friction between the two parts.

PowerTouch Trigger

RollerTouch Trigger

PATENTED DFI™ (Dry-Fire-Inhibitor)

In 1996 TenPoint introduced the DFI, which
prevents dry-firing our crossbows when no
arrow is loaded on the flight deck. The
addition of this technology to our entire
crosshbow lineup has virtually eliminated the
potentially severe damage and/or injury that
can be caused by a dry-fire.

GripSafety

PATENTED ACUdraw™ &
PATENTED ACUdraw 50™

TenPoint’s convenient and user-friendly
cocking aids have made our models the
crosshows of choice for those who
cannot or do not wish to manually load
today’s heavier draw weights. Compare
TenPoint’s ACUdraw or ACUdraw 50 to
other cocking aides available today.
Lightweight and fully-integrated into the
butt stock, they have no dangling parts.
They load the crossbow consistently
every time; and they auto-retract after
each use. Check pages 24-25 for details.

ACUdraw

OTT Limb Pocket

LimB-POCKET TECHNOLOGY

In 2004 we introduced the OTT™ (Over-the-Top) limb pocket suspension system to our TenPoint
Series models. Using Dupont Zytel® suspension pads to lift and separate the limbs, this
technology isolates the limbs from the riser and then securely captures the entire assembly
with a machined aluminum outer limb-pocket. The OTT system dramatically increases limb
stability and slashes noise and vibration levels by 50%.

Our 6 Point™ Series models (Slider ™ and Pro Slider™ ) are equipped with an equally effective
and innovative Complete Capture™ limb pocket suspension system. First, a polypropylene
sleeve-cushion fits securely inside the machined aluminum limb pocket or glove. The limbs
slip inside the cushion, and the Complete Capture assembly lodges securely on the riser’s
custom-machined surface grid where it is bolted in place. The end result is an ultra secure
and remarkably quiet system, which isolates the limbs from any contact with metal parts.

PATENT PENDING GRIPSAFETY™ LimB TECHNOLOGY

Installed in the fore-grip of all TenPoint models with
PowerTouch triggers, the GripSafety prevents pulling
the trigger without first depressing and holding this
secondary safety in place with your fore-grip thumb. It
helps prevent potentially severe injury by keeping
thumbs and fingers in proper position on the fore-grip
and below the barrel's flight deck. Installed on a
standard basis for right-handed shooters, left-handed
installation is available at no charge when placing a
new bow order.

down the entire lineup.
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TenPoint now offers four limb configurations
specifically designed for optimum performance
on the models that use them: TL-4 Limbs™ for
165-pound models, HL Limbs™ for 175-pound
models, ST Limbs™ for the Pro Elite HP, and the
New 12-inch 185-pound IsoTaper Limbs™,
featured on our New Phantom CLS model. With
a performance-matched limb for each crosshow
design, combined with a performance-matched
trigger, you can count on consistently superior
accuracy, durability, and dependability up and

No other crossbow manufacturer comes close to this record of technological achievement.

Complete-Capture
Limb Pocket

HP" & MR™ CAM
STABILITY BUSHINGS

TenPoint’s New Cam Stability Bushings, while simple in
concept, perform several important functions. First, they
provide an ultra stable sleeve to support and stabilize
the axles. Second, they help eliminate wheel lean when
loading the crossbow. And, third, they help establish
precise string tension on the barrel surface, to promote
accurate arrow flight and to reduce serving wear.
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Blazer HP Slider

Crossbow Features

3 1/2 Ib. PowerTouch trigger, with premium MIM action components and safety slide. Set at optimum travel and touch for a crisp,

® . © smooth release. The best crossbow trigger made today.

@ 0 @ 51b. RollerTouch trigger features a double-roller system which reduces friction and significantly lightens trigger pull.
GripSafety secondary safety (patent Pending), which helps protect the fingers and thumb on the fore-grip hand.

o @ @) ; ) y
Left-handed installation available on request.

) ) Dupont Zytel® trigger box top. Made from a versatile polymer engineered for flexibility, dimensional stability under heavy loads,
extreme temperatures and humidity.

L @ ©) O} o Patented DFI™ (dry-fire-inhibitor). Prevents dry-firing the crossbow when no arrow is loaded on the flight deck.

o Q@ @) @ o @ Ambidextrous Automatic Safety.

@ @) @ @ OTT (over-the-top) limb pocket and Zytel® “lift & separate” limb suspension system, the ultimate in limb stability and sound reduction.
New CLS (compact limb system) components which include a highly durable integrated riser and foot stirrup, 12-inch IsoTaper™ limbs,

o high-performance MR™ Cams and Ultra-Cam™ string and cables. Together the components produce unparalleled strength and speed
in addition to being smooth, quiet and vibration-free.

) Complete-Capture limb pocket isolation system. Each limb is fitted inside a glove-like polymer cushion captured inside
a machined aluminum pocket, which is then bolted to the riser, producing superior stability and noise dampening.

PY New 185-pound IsoTaper™ limbs created exclusively for our Mew CLS technology are designed for use with our Mew Ultra-Cam string
and cables with tunable yokes. The 12-inch pultruded fiberglass limb is uniquely ground to a static taper from thick to thin giving it
maximum performance, strength and durability the entire length of the limb without hot spots.

Premium field-proven ST™ quad-limbs with New Ultra-Cam string and cables with tunable yokes.
@ Still one of the finest limb designs on the market today.
175-pound HL quad limbs designed specifically for the Blazer HP, Pro Fusion and Pro Slider crossbow models to produce a design perfectly
@) @ @ suited to the 175-pound draw weight models. The Blazer HP comes standard with the Mew Ultra-Cam string and cables with tunable yokes
and the Pro Fusion and Pro Slider crossbow models come equipped with Fast Flight string and cables with tunable yokes.
) TL-4 quad limbs with steel cables and tuneable synthetic yokes. A simple yet highly effective, durable design,
perfect for our 165-pound draw weight models.

@ Q) O New HP (High Performance) and MR (Maximum Rotation) cams. HP cams are used on the Pro Elite HP and Blazer HP crosshow models and the MR Cam
is used on the Phantom CLS to maximize power and to use the crossbow’s power stroke efficiently to achieve maximum arrow velocity.

L @ O @ o @ CADD designed and finite element analysis-tested, precision-machined riser. Precision engineering for precision shooting.

L @ O O 65 Rockwell Hardcoated and Teflon® impregnated barrel surface.

L @ O Anodized, machine-finished ACRA-ANGLE aluminum barrel. Provides the ultimate in dimensional integrity for perfect arrow flight.

) UL TriLoc machined aluminum barrel assembly. An innovative upper and lower extruded and machined aluminum barrel
design between which the Slider or Pro Slider’s riser locates and locks in one of three separate shooting positions.
o @ @) FST style stock. TenPoint’s original functionally superior thumbhole design.
Molded combination stock and barrel made from Verton® a durable, lightweight polymer with superior structural characteristics
and precise dimensional integrity. Promotes accurate arrow flight with minimal friction.
Verton® two-piece stock. While the butt-stock supports the trigger and barrel receiver, the fore-grip locates in either of two shooting
positions and is safety-engineered to keep the hunter’s hand properly positioned while shooting the bow.

L] ] ©) O} @ ACUdraw and ACUdraw 50 compatible.

L] Q@ @) Q (OM Fixed 7/8" Weaver-style aluminum dovetail scope mount (*Titan TL-7's purchased as a package only).

@ Fixed sight bridge with peep and pin sight system. Scope compatible. Optional 7/8" Fixed Dovetail Scope Mount (HCA-078 or HCA-076)
required to mount a scope.

L] @ @) @ o @ Limited Lifetime Operational Warranty (See Owner's Manual for limitations).

_37_

_38_



