
ALIGN 1000LR Rangefinder Operating Instructions 

Product Specs 

Range 5～1000 Yards Scan Yes 

Range Accuracy ±1M(Y)~±0.2% Bow Hunting Mode Yes 

Magnification 6x Weight (excluding battery) 6.1 ounces 

Objective Lens Size 20mm Working Temperature -4.0°F – 122.0°F

Eye Relief 17mm Battery Lithium CR2-3V 

Exit Pupil Diameter 3mm Product weight (excluding battery) 6.1 ounces 

Field Of View 7° External dimensions 3.84” x 3” x 1.57” 

Diopter Adjust Range +/- 5 Waterproof grade IPX54 

Basic Operation: 
1. Open  the battery compartment and insert the battery (1)
2. Press  the "Power" button to turn on the device (3)
3. Rotat e the quick focus ring of the eyepiece to obtain clear display (2)
4. Press  the "Power" button again to measure distance (3)
5. Long press the "Mode" button (4) to switch between "meters/yards"
6. To adjust the brightness, double click the “Mode” button (4) to display 

the full interface. Then, press the “Power” button (3) to cycle through 
the 5 brightness settings. Double click the "Mode" button (4) to exit.

7. Click t he “Mode" Button (4) to switch between M1 and M2.

M1: N ormal distance measurement mode. Click the "Power" button
(3) to perform distance measurement - long press the "Power" button 
(do not release) to scan.

M2: Click the "Power" button (3) to measure distance, and the display 
interface will show linear distance, angle, and compensated distance.
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